
DE SCRIP TION
PA0801 is a very creamy paste wax de signed for use on ep oxy, poly es ter, alu mi num

and steel molds. PA0801 can be used to re lease ep oxy, poly es ters and most ad he sives based 

on those ma te ri als. Due to its smooth con sis tency, PA0801 is eas ier to ap ply to the mold than

other paste waxes. PA0801 is a flu o ro car bon/wax based com pound, and does not con tain

any sil i cone ma te ri als, so there are no sil i cone con tam i na tion prob lems as so ci ated with it's

use. The nor mal tem per a ture range for us ing PA0801 is room tem per a ture to 375oF.

AP PLI CA TION
On a new mold, three ap pli ca tions should be made 4 to 6 hours apart be fore mold ing

for the first time. PA0801 should be ap plied with a clean, dry terry cloth towel. A cir cu lar mo -

tion of the towel should be used to ap ply PA0801. An area about 4 square feet should be se -

lected for ap pli ca tion. With a sep a rate clean towel, break the sur face film be fore it dries.

Af ter ap ply ing wax to the en tire sur face, buff with a clean towel un til the wax is clear. In some

cases PA0801 will al low mul ti ple re leases.

AEROPOXY PA0801 Bul le tin / ZW-38 / 110603-C1

MAN U FAC TURED BY:

PA0801
Paste Wax Release

Inasmuch as PTM&W In dus tries, Inc. has no con trol over the use to which oth ers may put ma te rial, it does not guar an tee that the same re sults as those de scribed herein will be 
ob tained. The above data was ob tained un der lab o ra tory con di tions, and to the best of our knowl edge is ac cu rate. This in for ma tion is pre sented in good faith to as sist the user
in de ter min ing whether our prod ucts are suit able for his ap pli ca tion. No war ranty or rep re sen ta tion, how ever is in tended or made, nor is pro tec tion from any law or pat ent to
be in ferred, and all pat ent rights are re served. Be fore us ing, user shall de ter mine the suit abil ity of the prod uct for his in tended use, and user as sumes all risk and li a bil ity what -
so ever in con nec tion there with. In no event will PTM&W In dus tries, Inc. be li a ble for in ci den tal or con se quen tial dam ages. Buyer’s sole and ex clu sive rem edy in such in stances
shall be lim ited to re place ment of the pur chase price.

PROPERTY TYP I CAL RANGE

Per cent Solids 15 % +  0.5 %

Melt ing Range of Solids 228oF - 235oF

Vis cos ity (Typ i cal) Smooth Paste

Density 6.6 lb. / Gallon

Vi sual Appearance Off-White Paste

Flash Point of Solvent 105oF

Boil ing Range of Solvent 310oF - 290oF
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