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Prototyping
Materials
Information

RIGID URETHANES for PROTOTYPES
SELECTION and HANDLING GUIDELINES

Recommended Handling / Recommended Static Mixers
. . 9 For PTM&W Prototyping
Dispensing Method
Urethanes
PTM&W Col Use to Simulate
Product el This Material Hand Pour/ | Machine or TAH Industries TAH Industries
aG _‘:“ Cartridge, | Vacuum| #160-840 #160-648
;a";" Pressure | Casting | 3/8” 1.D. X 40 | 1/4” I.D. X 48
ee Feed Elements Elements
PT5409 Glass Filled Nylon,
(Epoxy) Translucent Hi-lmpact ABS X X X
PT7735 White PP, HDPE X
PT8902 White ABS, Polycarbonate X
PT8907 Black ABS, HDPE X X
PT8908 Black ABS, HDPE X X
PT8909 Buff ABS, HDPE X X
PT8914 Buff LDPE, PP, TPO X X
PT8917 Black ABS X X
PT8918 | Translucent ABS X X
PT8919 White ABS X X
PT8925 Transparent T X X
Polycarbonate
PT8928 Transparent O, X X
P Polycarbonate
PT8939 White ABS, HDPE X X
PT8948 | Translucent ABS, HDPE X X X
PT8949 White LDPE, PP, TPO X X X
PT8952 White ABS, Polycarbonate X X X
PTS9S5 | White ABS -
PT8959 Cream ABS X X
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